J04 



RECEIVE INFORMATION 
ASSOCIATED WITH A PREDEFINED 
FREQUENCY FOR A 
CONTROLLABLE OSCILLATOR 



302 



DETERMINE WHICH OF A PLURALITY OF 
DISTINCT FREQUENCIES ASSOCIATED WITH A 
PLURALITY OF OPERATIONAL STATES OF THE 

CONTROLLABLE OSCILLATOR BEST 
APPROXIMATES THE PREDEFINED FREQUENCY 



v 



GENERATE A CONTROL SIGNAL CONFIGURED TO 
CHANGE THE CONTROLLABLE OSCILLATOR TO THE 

OPERATIONAL STATE CORRESPONDING TO THE 
DISTINCT FREQUENCY THAT BEST APPROXIMATES 
THE PREDEFINED FREQUENCY 



CHANGE THE OUTPUT FREQUENCY OF THE 
CONTROLLABLE OSCILLATOR TO THE OPERATIONAL 
STATE CORRESPONDING TO THE DISTINCT 
FREQUENCY THAT BEST APPROXIMATES THE 
PREDEFINED FREQUENCY 



FIG. 3 
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RECEIVE INFORMATION ASSOCIATED WITH A 
PREDEFINED FREQUENCY 



602 



DETERMINE A CURRENT FREQUENCY OF THE OUTPUT SIGNAL OF THE 
CONTROLLABLE OSCILLATOR, THE CURRENT FREQUENCY 
CORRESPONDING TO A CURRENT OPERATIONAL STATE 



COMPARE THE PREDEFINED FREQUENCY TO THE 
CURRENT FREQUENCY 



SELECT ONE OF TWO NEXT OPERATIONAL STATES, THE SELECTED 
NEXT OPERATIONAL STATE HAVING A CORRESPONDING DISTINCT 
FREQUENCY WHICH BETTER APPROXIMATES THE PREDEFINED 
FREQUENCY 



GENERATE A CONTROL SIGNAL CONFIGURED TO 
CHANGE THE CONTROLLABLE OSCILLATOR TO THE 
SELECTED NEXT OPERATIONAL STATE 
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RECEIVE INFORMATION ASSOCIATED WITH A 
PREDEFINED AMPLITUDE LEVEL ABOVE WHICH 
THE OUTPUT SIGNAL OF A CONTROLLABLE 
OSCILLATOR IS TO BE MAINTAINED 



DETERMINE THE AMPLITUDE OF THE OUTPUT 
SIGNAL OF THE OSCILLATOR 



IF THE AMPLITUDE OF THE OUTPUT SIGNAL IS LESS THAT THE 
PREDEFINED AMPLITUDE, DETERMINE WHICH OF A PLURALITY OF 
DISTINCT AMPLITUDES FOR THE OUTPUT SIGNAL OF THE 
CONTROLLABLE OSCILLATOR BEST APPROXIMATES THE 
PREDEFINED AMPLITUDE LEVEL 



GENERATE A CONTROL SIGNAL CONFIGURED TO CHANGE THE 
CONTROLLABLE OSCILLATOR TO THE OPERATIONAL STATE 
CORRESPONDING TO THE DISTINCT AMPLITUDE THAT BEST 
APPROXIMATES THE PREDEFINED AMPLITUDE LEVEL 



906 



CHANGE THE CONTROLLABLE OSCILLATOR TO THE 
OPERATIONAL STATE CORRESPONDING TO THE DISTINCT 
AMPLITUDE THAT BEST APPROXIMATES THE PREDEFINED 
AMPLITUDE LEVEL 



FIG. 9 



